
LED T8 Tube - 10W(0.6M) • 20W(1.2M) • 25W(1.5M) 
VIRIBRIGHT LED T8 - MULTI-ANGLE

 

 ELECTRICAL CHARACTERISTICS

MECHANICAL SPECIFICATIONS

WIRING DIAGRAM

PERFORMANCE OVERVIEW

Product Part # (0.6M)
          (1.2M)
                        (1.5M)
Lumens (Lm) - (0.6M)
        - (1.2M)
        - (1.5M)
Base Type
Correlated Color Temp (CCT)
CRI
Efficacy (Lm/W)
Beam Angle 

750051
750054
750057

900
1800
2300
G13
2700
> 90
90

140º

750052
750055
750058

900
1800
2300
G13
4000
> 90
90

140º

750053
750056
750059

900
1800
2300
G13
6000
> 90
90

140º

Wattage
Voltage
Power Factor
Dimming
Operating Temperature

10W / 20W / 25W
100-250V AC

> 0.9
Non-Dimmable*

-20º to 45º

ø29mm

0.6M (589mm) / 1.2M (1,199mm) / 1.5M (1,500mm)

0.6M (604mm) / 1.2M (1,213mm) / 1.5M (1,514mm)

With Inductive Ballast:

Without Ballast:

LOGISTICS 

SKU
750051 / 750052 / 750053
750054 / 750055 / 750056
750057 / 750058 / 750059 
Retail Pack
Master Pack Dimension (0.6M)
                                       (1.2M)
           (1.5M)
Weight (0.6M) • (1.2M) • (1.5M)

UPC
9588237500513 / 9588237500520 / 9588237500537
9588237500544 / 9588237500551 / 9588237500568
 9588237500575 / 9588237500582 / 9588237500599 

12pcs per box
703mm x 239mm x 112mm

1,317mm x 239mm x 112mm
1,603mm x 239mm x 112mm

3.8kg • 6.3kg • 7.85kg

STANDARDS AND QUALIFICATIONS

 
CE and DIM2

 

• 

• RoHS Compliant 

5 years warranty • 

WWW.VIRIBRIGHT.COM

or

 

PRODUCT DESCRIPTION

 

COMPATIBILITY

Self Ballasted
Direct Wire AC
Ballast Bypassed

FEATURES AND BENEFITS 

• 900 / 1800 / 2300 Lumens
• Up to 55% Energy Savings
• Angle Adjustable to 90-Degrees (45 ånd 90 )̊
• Frosted (Tradtional Look)
• Extra Long Life (25,000 hours)
• Runs Cooler than fluorescent
• Contains No Mercury
• CE Certified for Safety and Compliance
• Shatterproof Design

VIRIBRIGHT LED Linear replacement T8 Tube -  
One piece-frosted polycarbonate surrounds Viribright’s 
innovative internal components that boast of modularity for 
reliable and consistent light output. Virbright LED T8s utilize
multiple MPCBs with SMD LEDs linked together which 
increases the reliability of our product. If one LED goes out the
rest of the modules will stay illuminated.

0˚

45˚

90˚

ORDERING

VIRIBRIGHT LIGHTING LTD.
4 Vincent Avenue Crownhill Milton Keynes 
MK8 0AB United Kingdom
Tel: +44 (0) 1908 555640
Website: www.viribright.com
Email: europe@viribright.com

EUROPE 

HEADQUARTERS
Room 223-231, 2/F., East Wing,
TST Centre, 66 Mody Road,
TST East, Kowloon, Hong Kong
Tel: (852) 2722 1040
Website: www.viribright.com
Email: lighting@matrix.com.hk

HONG KONG 

VIRIBRIGHT LIGHTING PTY LTD.
Suite 1A, Level 2, 802-808 Pacific Highway 
Gordon 2072 NSW Australia
Tel: (+61) 02-98445420
Email: info@viribright.com.au

AUSTRALIA Height (0.6M / 1.2M / 1.5M)
Weight (0.6M / 1.2M / 1.5M)
Diameter

604mm / 1,213mm / 1,514mm
149.6g / 239g / 286g

29mm


